Infernational
TR Rectifier

Strong/FET™

IRFB7746PbF

Application HEXFET® Power MOSFET
e Brushed motor drive applications
e BLDC motor drive applications D Vbss 75V
e Battery powered circuits
e Half-bridge and full-bridge topologies Rbs(on) typ- 9.0mQ
o Cr G
e Synchronous rectifier appllca.tlons max 10.6mO
o Resonant mode power supplies
e OR-ing and redundant power switches S I 59A
e DC/DC and AC/DC converters
e DC/AC inverters
Benefits @\\
e Improved gate, avalanche and dynamic dV/dt ruggedness \‘EDS
e Fully characterized capacitance and avalanche SOA
e Enhanced body diode dV/dt and dl/dt capability
e |ead-free, RoHS compliant T0-220AB
e Halogen-free
G D S
Gate Drain Source
Base part number Package Type Standard Pack Orderable Part Number
Form Quantity
IRFB7746PbF TO-220 Tube 50 IRFB7746PbF
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Fig 1. Typical On-Resistance vs. Gate Voltage
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Fig 2. Maximum Drain Current vs. Case Temperature

© 2014 International Rectifier Submit Datasheet Feedback November 7, 2014



http://www.irf.com/�
http://ec.irf.com/v6/en/US/adirect/ir?cmd=LogDatasheetFeedback&sku=IRFB7746PbF&date=20141107�

IGR

Absolute Maximum Rating

Symbol Parameter Max. Units
Ib @ Tc =25°C Continuous Drain Current, Vgs @ 10V 59
Ib @ Tc =100°C |Continuous Drain Current, Vgs @ 10V 42 A
Iom Pulsed Drain Current ® 219
Po @Tc = 25°C Maximum Power Dissipation 99 w

Linear Derating Factor 0.66 W/°C
Vas Gate-to-Source Voltage +20 \%
T Operating Junction and
T;TG StF())rage '?'emperature Range -5 o+ 175 °C

Soldering Temperature, for 10 seconds (1.6mm from case) 300

Mounting Torque, 6-32 or M3 Screw 10 Ibfin (1.1 N'm)
Avalanche Characteristics
Symbol Parameter Max. Units
Eas (Thermally imited) _|Single Pulse Avalanche Energy @ 111 mJ
Eas (Thermally imited) _|Single Pulse Avalanche Energy 154
lar Avalanche Current ©® . A
Ear Repetitive Avalanche Energy © See Fig 15, 16, 23a, 23b mJ
Thermal Resistance
Symbol Parameter Typ. Max. Units
Rauc Junction-to-Case @ — 1.52
Recs Case-to-Sink, Flat Greased Surface 0.50 —_ °C/W
Roia Junction-to-Ambient — 62
Static @ T, = 25°C (unless otherwise specified)
Symbol Parameter Min. | Typ. | Max. |Units Conditions
V(BR)DSS Drain-to-Source Breakdown Voltage 75 | — | — | V |Ves=0V,Ip=250pA
AV (gripss/AT,|Breakdown Voltage Temp. Coefficient —— 1 0.06 | — | V/°C |Reference to 25°C, Ip = TmA
Ros(on) Static Drain-to-Source On-Resistance — | 9.0 | 10.6 | mQ [Vgs =10V, Ip = 35A

— | 104 | — Vss = 6.0V, Ip = 18A
VGS(th) Gate Threshold Voltage 2.1 i 3.7 V' |Vps=Vgs, Ib= 100|JA
loss Drain-to-Source Leakage Current — 115% HA xzz ;;g\y i/\;:i_os/\,/n S35
loss Gate-to-Source Forward Leakage — | — | 100 nA Vs = 20V
Gate-to-Source Reverse Leakage — | — [ -100 Vs = -20V

Reg Gate Resistance — | 16 | — Q
Notes:
® Repetitive rating; pulse width limited by max. junction temperature.
@ Limited by Tymax, starting T, = 25°C, L = 170uH, Rg = 50Q, Ias = 35A, Vgs =10V.
® lgp < 35A, di/dt <432A/us, Vop < Vigripss, Tu< 175°C.
@ Pulse width < 400ps; duty cycle < 2%.
® Cgss eff. (TR) is a fixed capacitance that gives the same charging time as C.ss while Vps is rising from 0 to 80% Vpss.
® C,ss eff. (ER) is a fixed capacitance that gives the same energy as C,ss While Vps is rising from 0 to 80% Vpss.
@ Ry is measured at T, approximately 90°C.
Limited by Tjmax, starting T, = 25°C, L = 1mH, Rg = 500, Ias = 18A, Vgs =10V.
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Dynamic Electrical Characteristics @ T, = 25°C (unless otherwise specified)

Symbol Parameter Min. | Typ. | Max. |Units Conditions
gfs Forward Transconductance 132 —_— —_— S |Vps =10V, Ip = 35A
Qq Total Gate Charge — 55 83 Ip = 35A
Qgs Gate-to-Source Charge —_— 12 — | Vps = 38V
Qg Gate-to-Drain Charge — 16 —_ Vas = 10V
Qsyne Total Gate Charge Sync. (Qg — Qgd) — 39 —
ta(on) Turn-On Delay Time e 9.9 o Vop = 38V
t Rise Time o 36 —_— Ip = 35A
taom Turn-Off Delay Time — [ 83 | — | ™ Re=270
t; Fall Time —_— 30 —_— Ves =10V @
Ciss Input Capacitance — | 3049 | — Ves = OV
Coss Output Capacitance —_— 255 —_— Vps = 25V
Crss Reverse Transfer Capacitance o 150 —_— f =1.0MHz, See Fig. 7
Cossoft(ER) g}e:rtg;eé ‘I’;‘t’é’é)capac'tance | 236 | — | P Ves =0V, Vos = 0V to 60V®
Comat™® | Timms Relatod) e e — | 300 | — Ves = OV, Vps = OV to 60VO
Diode Characteristics
Symbol Parameter Min. | Typ. | Max. |Units Conditions
Is Continugus Source Current I 59 MOS!:ET symbol °
(Body Diode) showing the
A [
lsu Pulsed Spurce Current L . 219 mtegral reverse
(Body Diode) © p-n junction diode. °
Vsp Diode Forward Voltage | — 1.2 V [Ty;=25°C,ls=35A,Vgs =0V ®
dv/dt Peak Diode Recovery dv/dt e 8.0 —— | V/ns |T; =175°C,ls= 35A,Vps = 75V0
tr Reverse Recovery Time — 28 — ns 1,2 25°C Vop = 64V
o 33 —_— T,=125°C Ir = 35A,
Qr Reverse Recovery Charge : zg : nC IIJ 4=_ 12255 OCC difdt = 100A/ks ©
IrrM Reverse Recovery Current — 1.8 — A [T,=25°C
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Fig 8. Typical Gate Charge vs.
Gate-to-Source Voltage
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Fig 13. Typical On-Resistance vs. Drain Current
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Fig 15. Avalanche Current vs. Pulse Width
120
TOP Single Pulse Notes on Repetitive Avalanche Curves , Figures 15, 16:
BOTTOM 1.0% Duty Cycle (For further info, see AN-1005 at www.irf.com)

__ 100 Ip = 35A H 1.Avalanche failures assumption:

g Purely a thermal phenomenon and failure occurs at a

- \ \ temperature far in excess of Tjmax. This is validated for every
g 80 \ part type.

5 \ \ 2. Safe operation in Avalanche is allowed as long asTmax is not

o N I\ exceeded.

g 60 ‘\ \ 3. Equation below based on circuit and waveforms shown in Figures

S 23a, 23b.

[ . . . .

2 40 4. Pp ave) = Average power dissipation per single avalanche pulse.
- 5. BV = Rated breakdown voltage (1.3 factor accounts for voltage
< \ \ increase during avalanche).

w 20 A, N 6. I,y = Allowable avalanche current.

N \\ 7. AT = Allowable rise in junction temperature, not to exceed Tjnax
\ (assumed as 25°C in Figure 15, 16).
0 tav = Average time in avalanche.
25 50 75 100 125 150 175 D = Duty cycle in avalanche = tav -f
Starting T+ Junction T o Znyc(D, tav) = Transient thermal resistance, see Figures 13)
tarting T j, Junction Temperature (°C) PD (ave) = 1/2 (1.3-BV-lay) = AT/ Zoo
lav = 2AT/ [1.3-BV-Zy]
Fig 16. Maximum Avalanche Energy vs. Temperature Ens (ar) = Pb (avey tav
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Fig 21. Typical Stored Charge vs. dif/dt
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Fig 22. Peak Diode Recovery dv/dt Test Circuit for N-Channel HEXFET® Power MOSFETs
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TO-220AB Package Outline (Dimensions are shown in millimeters (inches))

IRFB7746PbF

SEATING
. e NOTES:
e w e .- DIMENSIONING AND TOLERANCING AS PER ASME Y14.5 M- 1994.
. EEEOELS) [ 2.~ DIMENSIONS ARE SHOWN IN INCHES [MILLIMETERS].
o d
. AH = 3.~ LEAD DIMENSION AND FINISH UNCONTROLLED IN L1,
N - 4.~ DIMENSION D, D1 & E DO NOT INCLUDE MOLD FLASH. MOLD FLASH
A AL S SHALL NOT EXCEED .005" (0.127) PER SIDE. THESE DIMENSIONS ARE
13 4z MEASURED AT THE OUTERMOST EXTREMES OF THE PLASTIC BODY.
PN é DIMENSION b1, b3 & c1 APPLY TO BASE METAL ONLY.
fn R 6.— CONTROLLING DIMENSION : INCHES.
‘\ ; é 7.— THERMAL PAD CONTOUR OPTIONAL WITHIN DIMENSIONS E,H1,02 & E1
N / 8.— DIMENSION E2 X H1 DEFINE A ZONE WHERE STAMPING
~Hi AND SINGULATION IRREGULARITIES ARE ALLOWED.
9.— OQUTLINE CONFORMS TO JEDEC TO-220, EXCEPT A2 (max.) AND D2 (min.)
WHERE DIMENSIONS ARE DERIVED FROM THE ACTUAL PACKAGE OUTLINE.
T DIMENSIONS
-
= — A2 |—
BEEAER)|
o STNBOL MILLMETERS INCHES
MIN. MAX. MIN. MAX. NOTES
A 3.56 483 140 190
Al 114 1.40 045 055
A2 2.03 2,92 080 115
b 0.38 1.01 015 040
bl 0.38 0.97 015 038 5
b2 114 178 045 070
T b3 114 173 045 068 5
© / c 0.36 0.61 014 .024
N cl 0.36 0.56 014 022 5
0 {} D 14.22 16.51 .560 .650 4 LEAD ASSIGNMENTS
L EYN D1 8.33 9.02 1330 355 s
D2 11.68 12.88 460 507 7 e
P £ 9.65 10.67 .380 420 47 P
E1 6.86 8.89 .270 .350 7 3.- SOURCE
E2 - 0.76 - 030 8
IGBTs, CoPACK
A e 254 BSC 100 BSC
o 5.08 BSC 200 BSC .- OATE
PLATING SASEL 2.— COLLECTOR
T, H1 5.84 6.86 230 270 7.8 3- EMITTER
! ?W? AA L 12.70 1473 500 580 oot
oo Lo L 356 4,06 140 160 3 -
st o5l A\ op 3.54 4.08 139 161 3 CATHODE
SECTION - DD Q 254 3.42 100 135 3 ANODE

TO-220AB Part Marking Information

EXAMPLE: THIS IS AN IRF1010 ; @ k

LOTCODE 1789 INTERNATIONAL — PARTNUMBER

ASSEMBLED ON WW 19,2000 RECTIFIER RE1010 A

IN THE ASSEMBLY LINE "C" L0GO \~:|:e212m90~\

L 59 DATE CODE
Note: "P"in assembly line position ASSEMBLY / YEAR 0 = 2000
indicates "Lead - Free" LOTCODE WEEK 19
LINE C

TO-220AB packages are not recommended for Surface Mount Application.

Note: For the most current drawing please refer to IR website at http://www.irf.com/package/
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Qualification Information®

Industrial
Qualification Level (perJEDEC JESD47F) in
Moisture Sensitivity Level TO-220 N/A
RoHS Compliant Yes

T Qualification standards can be found at International Rectifier's web site: http://www.irf.com/product-info/reliability/
1t Applicable version of JEDEC standard at the time of product release.

Revision History

Date Comments
o Updated EAS (L=1mH) = 154mJ on page 2
11/7/2014 e Updated note 8 “Limited by T, max, starting T, = 25°C, L = 1mH, Rg = 500, Ias = 18A, Vgs =10V” on page 2
e Added “Halogen- Free” to the benefits on page1
e Updated package outline on page 9.

International
TR Rectifier

IR WORLD HEADQUARTERS: 101 N. Sepulveda Blvd., El Segundo, California 90245, USA
To contact International Rectifier, please visit http://www.irf.com/whoto-call/
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IMPORTANT NOTICE

The information given in this document shall in no
event be regarded as a guarantee of conditions or
characteristics (“Beschaffenheitsgarantie”) .

With respect to any examples, hints or any typical
values stated herein and/or any information
regarding the application of the product, Infineon
Technologies hereby disclaims any and all
warranties and liabilities of any kind, including
without limitation warranties of non-infringement
of intellectual property rights of any third party.

In addition, any information given in this document
is subject to customer’s compliance with its
obligations stated in this document and any
applicable legal requirements, norms and
standards concerning customer’s products and any
use of the product of Infineon Technologies in
customer’s applications.

The data contained in this document is exclusively
intended for technically trained staff. It is the
responsibility of customer’s technical departments
to evaluate the suitability of the product for the
intended application and the completeness of the
product information given in this document with
respect to such application.

For further information on the product, technology,
delivery terms and conditions and prices please
contact your nearest Infineon Technologies office
(www.infineon.com).

WARNINGS

Due to technical requirements products may
contain dangerous substances. For information on
the types in question please contact your nearest
Infineon Technologies office.

Except as otherwise explicitly approved by Infineon
Technologies in a written document signed by
authorized representatives of Infineon
Technologies, Infineon Technologies’ products may
not be used in any applications where a failure of
the product or any consequences of the use thereof
can reasonably be expected to result in personal
injury.




<<

  /ASCII85EncodePages false

  /AllowTransparency false

  /AutoPositionEPSFiles true

  /AutoRotatePages /None

  /Binding /Left

  /CalGrayProfile (Dot Gain 20%)

  /CalRGBProfile (sRGB IEC61966-2.1)

  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)

  /sRGBProfile (sRGB IEC61966-2.1)

  /CannotEmbedFontPolicy /Error

  /CompatibilityLevel 1.4

  /CompressObjects /Tags

  /CompressPages true

  /ConvertImagesToIndexed true

  /PassThroughJPEGImages true

  /CreateJobTicket false

  /DefaultRenderingIntent /Default

  /DetectBlends true

  /DetectCurves 0.0000

  /ColorConversionStrategy /CMYK

  /DoThumbnails false

  /EmbedAllFonts true

  /EmbedOpenType false

  /ParseICCProfilesInComments true

  /EmbedJobOptions true

  /DSCReportingLevel 0

  /EmitDSCWarnings false

  /EndPage -1

  /ImageMemory 1048576

  /LockDistillerParams false

  /MaxSubsetPct 100

  /Optimize true

  /OPM 1

  /ParseDSCComments true

  /ParseDSCCommentsForDocInfo true

  /PreserveCopyPage true

  /PreserveDICMYKValues true

  /PreserveEPSInfo true

  /PreserveFlatness true

  /PreserveHalftoneInfo false

  /PreserveOPIComments true

  /PreserveOverprintSettings true

  /StartPage 1

  /SubsetFonts true

  /TransferFunctionInfo /Apply

  /UCRandBGInfo /Preserve

  /UsePrologue false

  /ColorSettingsFile ()

  /AlwaysEmbed [ true

  ]

  /NeverEmbed [ true

  ]

  /AntiAliasColorImages false

  /CropColorImages true

  /ColorImageMinResolution 300

  /ColorImageMinResolutionPolicy /OK

  /DownsampleColorImages true

  /ColorImageDownsampleType /Bicubic

  /ColorImageResolution 300

  /ColorImageDepth -1

  /ColorImageMinDownsampleDepth 1

  /ColorImageDownsampleThreshold 1.50000

  /EncodeColorImages true

  /ColorImageFilter /DCTEncode

  /AutoFilterColorImages true

  /ColorImageAutoFilterStrategy /JPEG

  /ColorACSImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /ColorImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /JPEG2000ColorACSImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /JPEG2000ColorImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /AntiAliasGrayImages false

  /CropGrayImages true

  /GrayImageMinResolution 300

  /GrayImageMinResolutionPolicy /OK

  /DownsampleGrayImages true

  /GrayImageDownsampleType /Bicubic

  /GrayImageResolution 300

  /GrayImageDepth -1

  /GrayImageMinDownsampleDepth 2

  /GrayImageDownsampleThreshold 1.50000

  /EncodeGrayImages true

  /GrayImageFilter /DCTEncode

  /AutoFilterGrayImages true

  /GrayImageAutoFilterStrategy /JPEG

  /GrayACSImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /GrayImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /JPEG2000GrayACSImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /JPEG2000GrayImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /AntiAliasMonoImages false

  /CropMonoImages true

  /MonoImageMinResolution 1200

  /MonoImageMinResolutionPolicy /OK

  /DownsampleMonoImages true

  /MonoImageDownsampleType /Bicubic

  /MonoImageResolution 1200

  /MonoImageDepth -1

  /MonoImageDownsampleThreshold 1.50000

  /EncodeMonoImages true

  /MonoImageFilter /CCITTFaxEncode

  /MonoImageDict <<

    /K -1

  >>

  /AllowPSXObjects false

  /CheckCompliance [

    /None

  ]

  /PDFX1aCheck false

  /PDFX3Check false

  /PDFXCompliantPDFOnly false

  /PDFXNoTrimBoxError true

  /PDFXTrimBoxToMediaBoxOffset [

    0.00000

    0.00000

    0.00000

    0.00000

  ]

  /PDFXSetBleedBoxToMediaBox true

  /PDFXBleedBoxToTrimBoxOffset [

    0.00000

    0.00000

    0.00000

    0.00000

  ]

  /PDFXOutputIntentProfile ()

  /PDFXOutputConditionIdentifier ()

  /PDFXOutputCondition ()

  /PDFXRegistryName ()

  /PDFXTrapped /False



  /CreateJDFFile false

  /Description <<



    /BGR <>

    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>

    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>

    /CZE <>

    /DAN <>

    /DEU <>

    /ESP <>

    /ETI <>

    /FRA <>

    /GRE <>



    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)

    /HUN <>

    /ITA <>

    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>

    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>

    /LTH <>

    /LVI <>

    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)

    /NOR <>

    /POL <>

    /PTB <>

    /RUM <>

    /RUS <>

    /SKY <>

    /SLV <>

    /SUO <>

    /SVE <>

    /TUR <>

    /UKR <>

    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)

  >>

  /Namespace [

    (Adobe)

    (Common)

    (1.0)

  ]

  /OtherNamespaces [

    <<

      /AsReaderSpreads false

      /CropImagesToFrames true

      /ErrorControl /WarnAndContinue

      /FlattenerIgnoreSpreadOverrides false

      /IncludeGuidesGrids false

      /IncludeNonPrinting false

      /IncludeSlug false

      /Namespace [

        (Adobe)

        (InDesign)

        (4.0)

      ]

      /OmitPlacedBitmaps false

      /OmitPlacedEPS false

      /OmitPlacedPDF false

      /SimulateOverprint /Legacy

    >>

    <<

      /AddBleedMarks false

      /AddColorBars false

      /AddCropMarks false

      /AddPageInfo false

      /AddRegMarks false

      /ConvertColors /ConvertToCMYK

      /DestinationProfileName ()

      /DestinationProfileSelector /DocumentCMYK

      /Downsample16BitImages true

      /FlattenerPreset <<

        /PresetSelector /MediumResolution

      >>

      /FormElements false

      /GenerateStructure false

      /IncludeBookmarks false

      /IncludeHyperlinks false

      /IncludeInteractive false

      /IncludeLayers false

      /IncludeProfiles false

      /MultimediaHandling /UseObjectSettings

      /Namespace [

        (Adobe)

        (CreativeSuite)

        (2.0)

      ]

      /PDFXOutputIntentProfileSelector /DocumentCMYK

      /PreserveEditing true

      /UntaggedCMYKHandling /LeaveUntagged

      /UntaggedRGBHandling /UseDocumentProfile

      /UseDocumentBleed false

    >>

  ]

>> setdistillerparams

<<

  /HWResolution [2400 2400]

  /PageSize [612.000 792.000]

>> setpagedevice



